
高速无油花样模板机（旋转机头）

High-speed Oil-free Pattern Template Machine (Rotary Head)

Table size

台板尺寸

2100×2457mm

Laser cutting range

激光切割范围

1020×950mm
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Model 型号

Sewing area 缝制范围

X Y drive mode XY向驱动方式

Stitch type 线迹

Max. speed 最高缝速

Stitch length 针距

Needle type 机针

Hook type 旋梭

Program input method 程序输入方式

Template holding type 模板加持方式

Voltage 电压

Air pressure 气压

Power 总功率

G/N weight 毛重/净重(kgs) 

Carton size 外箱尺寸 (mm)

1300×950mm

 Dual synchronized belt transmission  双同步带传送

3000r/min

0.5-12.7mm

DBX1 (#8) #7~14

Full rotation 2X jumbo rotary hook  全旋转两倍旋梭

 Lifting up to: 20mm/Stroke: Standard 4mm  最大提升量20mm/幅度4mm

USB

Pneumatic clip type or compression type  气动扣夹式或压紧式

AC 220V

750W 850W

670/780 739/850

2065mm×1215mm×1770mm(L×W×H)

GOA-13095-D GOA-13095-D/J

Single needle 301 stitch  单针301线迹

Presser foot adjustment range 压脚调整范围

· 适用于羽绒服以及各种梭织、针织面料；

· 缝制过程中无逆向线迹，360°全方位高品质缝制；

· X Y双同步带传送，同步技术精准控制机头、旋梭和送

     布机构；

· 通过 RFID 或条形码识别图案，自动切换出对应的缝纫程

     序迅速进行缝制。

· It is suitable for down jackets , winter jackets and all kinds of woven and knitted fabrics.

· No reverse stitch in the sewing process, and 360°all-round high-quality sewing.

· X Y double synchronous belt transmission, Synchronous technology precisely controls 

the machine head, hook and feeding mechanism.

· Identify patterns through RFID or bar code, automatically call up the corresponding 

sewing program and quickly sew.  
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