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Features

To iron on the thermal bonded-wadding to make the surface flat and 
    neat.

Machine frame main body is welded with high-quality steel.

Two rollers set in vertical, heating the thermal oil by electric heating to
    keep the temperature.

Lower roller is fixed, upper roller can be manually lifting up or down 
    within 100mm.

Customer needs to are thermal transfer oil themselves. Thermal oil 
      

prep
300kg

 

(L-QD350).

 

.

机器特性

· 对无胶棉、喷胶棉表面进行烫光，使表面平整;

·

 

机架主体采用优质钢板焊接而成；

·

 

两辊立式，以电加热加热导热油，保持温度；

·

 

下辊固定，上辊手动升降，升降范围100mm；

·

 

导热油需客户自已提供导热油300公斤（L-QD350）。

Machine Width

Dia. of Roller

 机幅宽度

 烫光辊直径

Drive Power

Total Power

 传动功率

 总功率

3kW inverter & 2.5kW-3kW X 18pcs heating tube

48kW Counted by 2.5kW heating tube

 3kW变频调速/2.5kw-3kw×18PCS 加热管

 48kW（以加热管2.5kw计算）

2700mm
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烫平机

Ironing Machine

Features

Edge trimming, length counting, cutting and winding for poly-fiber, 
    thermal bonded wadding, chemical bonded wadding.

Two sets of longtitudinal rigid hard cutters (can be increased or 
    decreased according to product requirement).

Electric fly-over automatic cross cutting. 

Code counting method: pulse counting, digital display.

     

收卷切边机

Winder and Cutter

Machine Width

Installed Power

 机幅宽度

 装机功率

Fabric Roll Dia.
 卷布直径

3000mm

Main motor 1.5kW, Fly cutter motor 0.75kW   Fly cutter reciprocating motor 1 .5kW
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Double

 

rollers

 

with

 

friction

 

type

 

winding.

机器特性

· 仿丝棉、喷胶棉、无胶棉切边、计数、裁剪、卷取；

·

 

二把纵向硬切刀(可根据产品需求增多或减少)；

·

 

电动飞刀自动横切；

·

 

计码方式：脉冲计数，数字显示；

·

 

双辊摩擦式收卷。
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