
4-side tape binding sewing process for Inelastic blankets.

Application

无弹性毛毯的全自动四边包边缝制。

适用范围

Features机器特点

Automatic Blanket Straight 
Corner Binding Machine

全自动毛毯直角包边机

机器参数 Parameters

Model:

Stitch: Chain ( lock stitch optional)

Max. Speed:

Applicable Range of Width:

Applicable Range of Length:

Working Efficiency:

Air:

Voltage: Power:

GOA-AS-B-B4E-3P380

4000rpm

1.5-2.8m

1.5-2.8m

2-3pcs/min

0.6MPa

36KW380V

上料机构：可满足放置两卷面料（无弹性），配备齐边功能。· 

纵向缝制机构：用于毛毯的纵向包边缝制。· 

储料机构：用于纵向缝制与定长裁切之间的缓存储料。· 

定长裁切机构：自动拉料并裁切成块，拉料长度可自由设定。· 

横向缝制机构：用于毛毯横向包边缝制。· 

Feeding mechanism: capable of holding two rolls of fabric (non elastic), 
equipped with edge alignment function.

· 

Vertical sewing mechanism: used for longitudinal edge binding of blankets.· 

Storage mechanism: used for buffer storage between longitudinal sewing 
and length cutting.

· 

Setting length cutting mechanism: automatically pull and cut into panels,
pulling length can be set freely.

· 

Horizontal sewing mechanism: used for horizontal edge binding of blankets.· 
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型号：

线迹：链式(锁式可选 )

缝纫机最高转速：

宽度适用范围：

长度适用范围

工作效率 

气压

电压 额定功率： 


