
Computerized Mixed 
Embroidery Machine

电脑混合绣绣花机

Application适用范围

高速机头，故障率极低，寿命长，噪音
低，质量稳定可靠。

带面线夹持装置，防止脱线，断线、绣品出色。

High-speed embroidery heads with 
extremely low failure rates, long service 
life, low noise, and stable, reliable quality.

主要配置 Machine Configuration

引线LED照明。实时观测绣作情况更敞亮
方便。

最新步进换色系统，换色更快，针位更精准。

Equipped with an upper thread clamping device to 
prevent thread detachment and breakage, 
ensuring excellent embroidery results.

LED Threading Light - Provides bright, 
focused illumination for threading the 
needle and allows for clear, real-time 
monitoring of the embroidery process, 
making operation more convenient and 
efficient.

Advanced stepping color-change system enables 
faster color changes and more precise needle 
positioning.

适用于服装、家纺、家居、教学、研发以及工艺美术品绣作。 Applications: Suitable for embroidery on garments, home textiles,home 
decor, education areas, R&D, and arts & crafts products.

GACE-NM-FE+CT+CC-6-750x680-B-F9+CT1+CC6-0,VR1-PL2,IB2,LC40-1P220

新型过线系统，匹配自动断线报警功能，提高生产
效率、提升绣品质量。

Innovative thread routing system with automatic 
thread breakage alarm function, enhancing 
production efficiency and embroidery quality.

全新电脑控制系统，15.6寸液晶触摸屏，
屏幕显示刷新率 50ms/ 次，实时动态显示。

New computerized control system featur-
ing a 15.6-inch LCD touchscreen with a 
screen refresh rate of 50ms, providing 
real-time dynamic display.

多种功能集于一体：平绣、缠绕绣、毛巾绣/链式绣、亮片绣、
激光绣。

· Multi-Functional Integration: Flat Embroidery, Cording Embroidery, Chenille / 
Chain Stitch Embroidery, Sequin Embroidery, and Laser Embroidery.

· 

Features机器特点

毛巾绣根据操作箱的设定，可自动或手动选择任意颜色(最多
可设定200次)。

· 

平绣、缠绕绣或毛巾绣可自动快速的进行转换，任意选择绣
作类型。

· 

Expandable Options: Supports additional modules such as laser process, 
trace cording embroidery, beadwork, and sequin embroidery for extended 
functionality.

· 

· 

Enables automatic and fast switching between Flat, Cording, and Chenille 
Embroidery, allowing you to choose any embroidery type as needed.

· 

Up to 200 color changes for Chenille Embroidery can be set automatically 
or manually through the controller box.

支持加装激光、跟踪绳绣、散珠和珠片绣装置，可扩展更多
刺绣功能。

· 



选配装置 Optional

新型悬浮式结构绣框，型材强度更高，耐久不变
形，线迹美观。

主轴、XY全伺服电机，匹配高精度直线驱动系
统，动力精准传送。

New suspended embroidery frame structure 
made from high-strength materials, ensuring 
durability without deformation and beautiful 
stitch quality.

Fully servo-driven main shaft and XY motors, 
combined with a high-precision linear drive 
system, ensure accurate power transmission.

电脑混合绣绣花机 
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Embroidery Area:
绣花面积：

Working Speed (Cording)：
工作速度-缠绕绣：

最高速度-平绣：
Max. Speed (Flat)：

工作速度-毛巾绣：
Working Speed (Chenille):  

Laser Power：
激光功率:

Thread Guide Swing:
导嘴摆幅:

针步：
Stitch Length：

Floor Space：
占地面积：

电源:功率:

750mm×680mm 1000RPM

700-1000RPM

主要参数 Parameters

重量:

700-1000RPM

40W

0-8mm

5kW 3P380V/1P220, 50Hz
Power: Power Supply： Weight:

0.1-12.7mm

4200Kg

7510mm×1920mm×2130mm


